
  Pagina 149 

Sincronoscopio digitale
  Digital synchroscope 

DaƟ Tecnici 
- Rete supportata
- Differenza di angolo di fase
- Differenza di tensione
- Differenza di frequenza
- Tensione di ingresso nominale 
- Tensione di ingresso continua massima 
- Sovraccarico permanente 
- Campo di misura della frequenza
- Consumo ingresso voltmetrico
- Alimentazione ausiliaria
- Tempo di risposta all'ingresso a gradino 
- Temperatura di esercizio
- Temperatura di stoccaggio
- Umidità relativa
- Tempo di riscaldamento
- Urti
- Vibrazioni
- Coefficiente di temperatura
- Relè 
- Immunità EMC
- Sicurezza
- grado di protezione IP per acqua e polvere 
- grado di inquinamento
- Categoria di installazione
- Isolamento 

Monofase / Trifase
± 2° 
± 1% del nominale  
Valore ± 0.15Hz
100 - 500 V 
600V
2 Vn per 1 secondo
45Hz a 66Hz 
< 0.8 VA circa 
100-500 Vac/dc,  45-65Hz, 9.1VA
1 sec circa.
-10 to +55°C
-20 to +65°C
0...95% senza condensa
Minimo 3 minuti
15g su 3 piani
10...150...10 Hz, 0.075mm ampiezza
0.05%/°C
240 Vac, 5A 
IEC 61326-1:2012
IEC 61010-1-2010, permanentemente connesso 
utilizzo (IP 54 for front) IEC60529
2
CAT III 300V
2.2kV RMS per 1 minuto

Technical Data 
- Network Supported 
‐ Phase Angle difference 
‐ Voltage difference  
‐ Frequency difference
‐ Nominal input voltage range 
‐ Max continuous input voltage 
‐ Overload Withstand
- Frequency measuring range 
- Nominal input voltage burden 
- Auxiliary voltage & burden 
- Response time to step input 
- Operating temperature
- Storage temperature
- Relative umidity
- Warm up time
- Shock
- Vibration
- Temperature coefficient
- Relay
- EMC immunity
- Safety
- IP for water & dust
- Pollution degree
- Installation category
- Insulation 

Single phase / Three phase 
± 2° 
± 1% of Nominal  
Value ± 0.15Hz
100 - 500 V 
600V
2 Vn for 1 second
45Hz to 66Hz 
< 0.8 VA approx. 
100-500 Vac/dc,  45-65Hz, 9.1VA
1 sec spprox.
-10 to +55°C
-20 to +65°C
0...95% non condensing
Minimum 3 minute
15g in 3 planes
10...150...10 Hz, 0.075mm amplitude
0.05%/°C
240Vac, 5A
IEC 61326-1:2012, table 2 
IEC 61010-1-2010, permanently connected
use (IP 54 for front) IEC60529
2
CAT III 300V
2.2kV RMS for 1 minute

Dimensioni di ingombro e 
foratura pannello (mm) 
Dimensions and  
panel cut‐out (mm) 

SQT1



SQT1 visualizza la differenza effettiva di tensione, frequenza e angolo di fase tra la tensione del BUS (riferimento) e la tensione del generatore (in ingresso). 

Quando due alternatori o generatori devono essere collegati in parallelo, è necessario che la loro frequenza e ampiezza siano uguali e che la differenza di fase 

sia prossima allo zero. Quando tutti e 3 questi parametri rientrano nei limiti richiesti, SQT1 indica che i due generatori possono essere collegati in parallelo.

SQT1 ha un display LCD grafico a colori sensibile al tocco con risoluzione di 320x240

Lamiera di acciaio spessa, materiale CR di grado EDD. Rappresentazione grafica dello stato di sincronizzazione. Stato della tensione del BUS e del generatore, 

differenza di frequenza, differenza di fase.

Parametri misurati

Misura della differenza di frequenza (BUS e Gen.) Δf

Misura della differenza di fase Ø.

Misura della differenza di ampiezza della tensione (BUS e Gen.) ΔV

Tensione BUS e frequenza BUS 

Tensione del generatore e frequenza del generatore

Contatto relè a potenziale zero per indicare lo stato di sincronizzazione. Il primario e il secondario PT programmabili vengono utilizzati per scalare i valori di tensione 

in termini di primario PT.

DescripƟon: 

SQT1 displays actual difference of voltage, frequency & phase angle between the BUS (reference) voltage & generator (Incoming) voltage.

When two alternators or sources are to be parallel it is necessary that their frequency and amplitude should be equal and phase difference be near to zero.

When all these 3 parameters are within the required limits SQT1 indicates thet the two sources can be paralleled.

SQT1 has touch sensible color graphics LCD display with resolution of 320x240

Thick steel sheet EDD grade CR material

Graphical representation of synchronization status. BUS and generator voltage status, frequency difference, phase difference.

Measured parameters

Measurement of frequency difference (BUS and Gen.) Δf

Measurement of phase differnce  Ø

Measurement of voltage amplitude difference (BUS &Gen.) ΔV

BUS voltage & BUS frequency 

Generator voltage & generator frequency

Potential free Relay contact for indicating sync status

Programmable PT primary and PT secondary is used to scale voltage values in terms of PT primary

Descrizione:
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